
 
 
 

Pag. 1/2 EUWAXES rev.3 7 February 2023 
 

 
 

Technical Data Sheet 
EUWAXES 
Pharmaceutical grade vaseline grease 
Vaseline grease, intended for use in the pharmaceutical, food, textile, packaging and aero-technique. It 
lubricates bushings, sliding rails, hinges, locks etc. and prevents the seizure of threaded joints by 
increasing the rubber gasket sealing and protecting metals against corrosion. 
 

Applications & Benefits  

- Lubrication  

EUWAXES can be used both as a base for 

pharmaceuticals and cosmetics, as a lubricant, rust 

inhibitor, preservative, plasticizer, polishing agent, 

sealant and similar purposes. It can also be used 

to protect it from weather, chrome parts and rubber 

parts, pins, joints, joints and etc. 

- Use 

Vaseline grease at more than 50°C becomes 

liquid, resistant to temperatures from -10°C to 

+120°C. 

 in grease phase: from -10°C to +50°C 

 in oil phase: from +50°C to +120°C 
 

- Features 

EUWAXES is a grease that meets FDA (Food and 

Drug Administration) and Pharmacopoeia 

requirements. 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

Specifications & Approvals  

- Exceeds the specifications listed below: 

F.D.A. (Food and Drug Administration) 

F.U.I. X Edition (Farmacopea Ufficiale Italiana) 

 

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method Euwaxes 

NLGI Grade - 4 

Color Visual White 

Base oil nature - Mineral white 

Viscosity at 100°C, cSt ASTM D 445 5.0 

Drop point, °C ASTM D 566 55 

Worked penetration at 25°C,  
0.1 mm 

ASTM D 217 185 

Pumpability - Very low 
NOTE: The above values are "typical" for normal production tolerance and do NOT constitute a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the covered EUWAXES grease. If storage is carried out outdoors, it is 

recommended to position the drums, if possible under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly in the sun as it is good to keep them in places not subject to freezing. 

EUWAXES has no health effects when properly used, applying normal personal hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted grease into the sewage system, soil or watercourses. Exhausted 

grease must be delivered to an authorized collection point. 
 

Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it   

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

