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Technical Data Sheet 
VISCOLITE F 
Bituminous base lubricating fluid for the lubrication of 
uncovered gears and cables 
Adhesive Fluid, black, based on bitumen. Heated, VISCOLITE F penetrates inside the rope providing 
corrosion protection to strands. The high adhesion and resistance to weathering ensure an effective 
protection for all metal surfaces treated with VISCOLITE F. The lubricating protective film that is 
formed is highly stable and maintains good elasticity at low temperatures as well as sufficient hot 
consistency. 

Applications & Benefits  

- Stability 

VISCOLITE F has excellent stability to those that 

are deteriorating attacks, resulting from weathering 

and temperature fluctuations. 

- Corrosion protection 

Protects exposed parts from wear rust 

phenomena, maintaining system efficiency and 

preserving components from premature 

replacement and damage. 

- Application range 

VISCOLITE F is suitable for the internal protection 

of the ropes, as well as for the lubrication of the 

same and the pulleys of the pulleys; Is also 

indicated for geared gear lubrication and generally 

for all industrial machinery exposed to aggressive 

atmospheres. 

- Heat resistance 

The lubricating protective coating that is formed is 

highly stable and maintains good elasticity at low 

temperatures and more than enough to heat. 

 

 

*For further information please contact the 

Technical Service. 
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Physical-Physical Characteristics 

Test Method Viscolite F 

Appearance Visual Semi-solid 

Color - Black 

Density @ 15°C, kg/dm3 ASTM D 4052 0.960 

Viscosity at 100°C, cSt ASTM D 445 230/290 

Water behavior - Excellent 
NOTE: The above values are "typical" for normal production tolerance and do NOT constitute a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the VISCOLITE F grease covered. If storage is carried out outdoors, it is 

recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly to the sun as it is good to keep them in places not subject to freezing. 

VISCOLITE F has no health effects when properly used, applying the standard personal hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted grease into the sewage system, soil or watercourses. Exhausted 

grease must be delivered to an authorized collection point. 
 

Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it 

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

