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Technical Data Sheet 
EUGREASE I.G./S 
Grease for general greasing with synthetic bases and calcium 
soaps 
IG/S is a green-colored Calcium soap grease, multifunctional, made with synthetic base oils with 
special additive to give the product an excellent adhesive power and property streamers; also has 
considerable resistance to water washout. It is a product that can be used in a wide range of operating 
temperatures because it has mechanical stability and excellent lubricity. Indicated to subject to rapid 
and discontinuous movements, or in agriculture/automotive bearings, joints and steering boxes. 

Applications & Benefits  

- Stability 

EUGREASE I.G./S has good structural stability in 

order to ensure optimum lubrication during the 

service stage. 

- Corrosion protection 

Provides optimum protection against rust and 

wear, while maintaining system efficiency and 

preserving components from premature 

replacement and damage. 

- Adhesion 

EUGREASE I.G./S adheres perfectly to metal 

surfaces even under high load conditions. 

- Washout resistance 

Water exerts a leaching action on the grease, 

which is thus cleaned from metal surfaces that are 

therefore more prone to wear and tear. 

EUGREASE I.G./S exhibits natural resistance to 

this washout effect, ensuring proper lubrication. 

- Versatility  

Especially designed for the lubrication of 

crankshafts, eccentric bearings, guides, ropes, 

chains, pins, bushes, wheel hubs of vehicles 

operating under medium conditions; Water 

resistance makes it particularly suitable for use in 

agriculture and in general in all cases of moisture. 

 

 

- Application range 

The temperature range of use is between -20°C e 

+100°C. 

Specifications & Approvals  

- Exceeds the specifications listed below: 

NLGI 2  

ISO 6743-9: L-XBCEA 2 

DIN 51 502: K2K-25 

 

 

*For further information please contact the 

Technical Service. 
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Physical-Physical Characteristics 

Test Method Eugrease I.G./S 

NLGI Grade - 2 

Color Visual Green 

Type of thickener - Calcium 

Base oil nature - Synthetic 

Drop point, °C ASTM D 566 min. 135 

Worked penetration at 25°C,  
0.1 mm 

ASTM D 217 275 

Pumpability - Discrete 
NOTE: The above values are "typical" for normal production tolerance and are NOT a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store grease EUGREASE I.G./S inside. If storage is carried out outdoors, it is 

recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly to the sun as it is good to keep them in places not subject to freezing. 

EUGREASE I.G./S Does not have any health effects when properly used, applying the normal personal 

hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted grease into the sewage system, soil or watercourses. Exhausted 

grease must be delivered to an authorized collection point. 
 

Additional information 

- Safety data sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it 

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

