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Technical Data Sheet 
EUVOLT 
Insulation dielectric fluid high quality, not inhibited 
Insulating dielectric fluid uninhibited, formulated with highly refined mineral bases naphthenic origin. 
The fluid so formulated guarantees an efficient heat exchange together with good dielectric properties 
and a good thermal stability. Severely dried to obtain a higher dielectric strength compared to 
conventional industry standards, it is recommended for grids and industrial transformers or in 
electrical equipment such as rectifiers, switches, etc. 

Applications & Benefits  

- Degradative resistance 

Excellent resistance to degradative phenomena 

resulting from oil oxidation, which results in 

increased durability of the dielectric fluid. 

- Efficiency 

The good properties of the fluid-based bases 

ensure a correct thermal exchange inside the 

transformer, even at low operating temperatures. 

In addition, low humidity allows a broad spectrum 

of use without the need for further treatments. 

- Advanced protection 

The product ensures correct protection of the 

copper components as it is not corrosive to them.  

- Use 

Fluid usable as insulation dielectric oil for grids and 

industrial transformers, components such as 

rectifiers, switches and switches. 

 

 

 

 

Specifications & Approvals  

- Exceeds the specifications listed below: 

The EUVOLT Dielectric Oil meets the standard  

IEC 60296  

 

 

Remember to always check the usage and 

maintenance manual for the correct choice. 

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method IEC 60296 Euvolt 

Density @ 15°C, kg/dm3  ASTM D 4052 max. 0.895 0.870 

Viscosity  
cSt @ 40°C  
cSt @ -30°C 

ASTM D 445 
 

max. 12 
max. 1.800 

 
9.5 
920 

Flash point, °C ASTM D 92 min. 135 140 

Pour point, °C ASTM D 97 min. -40 -45 

Corrosive sulfur ASTM D 1275 Not corrosive Not corrosive 

Dielectric strength t.q. kV  IEC 60156 min. 30 62 

Treated dielectric strength, kV IEC 60156 min. 70 > 70 

Dielectric dissipation factor @ 90°C IEC 60247 max. 0.005 0.0015 

Oxidation stability (sediments) - max. 0.8 0.46 

Oxidation stability (total acidity) - max. 1.2 0.72 

Content of PCB mg/Kg IEC 61619 Not detectable Not detectable 

NOTE: The above values are "typical" for normal production tolerance and do NOT constitute a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the EUVOLT lubricant under cover. If storage is carried out outdoors, it is 

recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly to the sun as it is good to keep them in places not subject to freezing. 

EUVOLT has no health effects when properly used, applying the standard personal hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted lubricant into the sewage system, soil or watercourses. Exhausted 

lubricant must be delivered to an authorized collection point. 
 

Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it  

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

