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Technical Data Sheet 
EUWHITE 
Vaseline oil of pharmaceutical grade 
Mineral white oils, coming from highly selected and highly refined raw materials, subjected to specific 
treatments to give them the purities required. EUWHITE is absolutely colorless, odorless and 
tasteless. For the high degree of purity achieved, it meets the fitness requirements of the most 
stringent international pharmacological standards, in particular it complies with the rules of the Italian 
Pharmacopoeia X edition. From a food perspective, it meets the following paragraphs of the latest FDA 
(USA) edition. 

Applications & Benefits  

- Sanitary Items  

Suitable for thermoplastic elastomers (TPE 

extender such as SIS, SEPS), vulcanized 

thermoplastic (TPV) and other elastomers. 

- Food Packaging 

For plastic materials, labels and polyester 

extender. 

- Cosmetic & Pharmaceuticals 

Suitable for use as components in cosmetic 

creams, lotions, oils and other toilets.  

- Technical Application 

EUWHITE can be used as carrier or extender in a 

variety of high quality applications where color and 

stability are essential requirements. 

- High Purity 

The bases are subjected to refining which 

guarantees a high degree of purity by eliminating 

the aromatic. 

- Excellent Stability 

It overcomes the oxidation stability standards and 

the light of normal process oils. 

 

Specifications & Approvals  

- Exceeds the specifications listed below: 

EUWHITE is classified in accordance with the 

following standards: 

 Official Pharmacopoeia of the Italian Republic 

10th Edition; Pharmacopoeia Europea; FDA 21 

CFR 172,878 (for use in food); FDA 21 CFR 

178.3570 (with incidental food contact); FDA 21 

CFR 178.3620 (component of non-food items 

intended for use in contact with food) 

 

 

Remember to always check the usage and 

maintenance manual for the correct choice. 

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method Euwhite 

Appearance Visual Clear 

Smell Sensory Absent 

Saybolt color ASTM D 156 +30 

Density @ 15°C, kg/dm3 ASTM D 4052 0.865 

Viscosity 
cSt @ 40°C 
cSt @ 100°C 

ASTM D 445 
 

15.0 
3.5 

Flash point, °C ASTM D 92 180 

Pour point, °C ASTM D 97 -12 

Polycyclic aromatic hydrocarbons ASTM D 2269 Exceeds 

Carbonated substances ASTM D 565 Exceeds 
NOTE: The above values are "typical" for normal production tolerance and do NOT constitute a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the covered EUWHITE lubricant. If storage is carried out outdoors, it is 

recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly to the sun as it is good to keep them in places not subject to freezing. 

EUWHITE has no health effects when properly used, applying the normal personal hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted lubricant into the sewage system, soil or watercourses. Exhausted 

lubricant must be delivered to an authorized collection point. 
 

Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it  

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

