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Technical Data Sheet 
EUFORM 
Oil for disarming of concrete manufactured 
Fluid consisting of a mixture of selected oils, corrosion inhibitors and technologically advanced 
additives. EUFORM improves the effectiveness characteristics thanks to its physical action of 
conventional release agents (eliminating the adhesion of the concrete to the formwork) creating a thin 
insulating film, which turns out to be by far the most important property in order to separate the parts. 

Applications & Benefits  

- Best Finish 

The application of the EUFORM product 

guarantees, thanks to the anti-adhesive properties, 

improved face-to-face finish. 

- No dust 

The separation of the two elements is done with 

extreme ease and cleanliness, which results in the 

absence of surface dust. 

- Anti-Stain action 

The additives contained provide a proven anti-stain 

effect from the greens, even in the case of using 

white cements.  

- Anti-Rust properties 

EUFORM is enhanced with additives which 

effectively undo the rust problems that afflict the 

containers, preserving them and guaranteeing 

better and lasting use. 

- No Barrier effect 

The article can be painted, plastered or any other 

overlay, without further detachment. 

- Application 

It is particularly suitable for the stripping of artifacts 

that have not yet fully matured for the manufacture 

of concrete roof tiles. Also intended for the 

manufacture of concrete manufactures on iron or  

 

 

 

aluminum formwork. The most suitable mode for 

applying the product is by spraying with manual or 

automatic systems. 

-  Excellent performance 

Up to 60 square meters of formwork can be 

covered with one kilogram of product. 

 

 

Remember to always check the usage and 

maintenance manual for the correct choice. 

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method Euform 

Appearance Visual Clear 

Color ASTM D 1500 1.0 

Density @ 15°C, kg/dm3 ASTM D 4052 0.820 

Viscosity @ 20°C ASTM D 445 1.5 

Flash point, °C ASTM D 92 105 
NOTE: The above values are "typical" for normal production tolerance and are NOT a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the covered EUFORM lubricant. If storage is carried out outdoors, it is 

recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly to the sun as it is good to keep them in places not subject to freezing. 

EUFORM has no health effects when properly used, applying normal personal hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted lubricant into the sewage system, soil or waterways. Exhausted 

lubricant must be delivered to an authorized collection point. 
 

Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it  

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

