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Technical Data Sheet 
EMULSYNT SD 
Semisynthetic inhibited lubro-refrigerant, bactericide action 
EMULSYNT SD is a semisynthetic lubricating-coolant based on mineral oil severely refined paraffinic 
containing bactericides, corrosion inhibitors and emulsifiers. When mixed with water, it gives rise to 
an opalescent emulsion with a strong stability to hard water, good bio-stability and fungal resistance. 
The product thus formulated is used in the main chip removal, grinding of ferrous and non-ferrous and 
formed as the cast iron. The product is free from chlorine. 

Applications & Benefits  

- Miscibility 

The product is formulated with bases that allow for 

optimal miscibility with water. 

- Emulsion stable 

The emulsion resulting from dilution in water is 

extremely stable even with the use of hard water. 

- Anti-corrosive properties 

Gli inibitori contenuti garantiscono una comprovata 

azione anti-macchia derivanti dai fenomeni di 

untuosità.  

- Protection 

EMULSYNT SD has excellent anticorrosion and 

anti-rust properties, protecting machine tools and 

machined parts. 

- Antibacterial properties  

EMULSYNT SD has been further augmented to 

allow for continuous control of the bacterial flora 

resulting from the stagnation of the emulsifier in 

the recovery tank, such as to ensure a long service 

life. 

- Odour Less 

Bacterial charge control eliminates the unpleasant 

smells that result, resulting in a number of machine 

stoppages and lower maintenance. 

- Percentages of use 

Type of Processing Recommended Dilution 

Rectification 2.0 – 3.0% 

Turning and Milling 2.5 – 4.0% 

Drilling 3.5 – 5.0% 

Tapping and Threading 3.5 – 5.0% 

Sawdust cutting 5 - 8% 

   

 

Remember to always check the usage and 

maintenance manual for the correct choice. 

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method Emulsynt SD 

Appearance Visual Uniform liquid 

Density @ 15°C, kg/dm³ ASTM D 4052 1,040 

Refractometric factor - 1.45 

Chlorine, % wt - Absent 

pH (3% in water) ASTM D 1287 9.4 

Anti-rust power (emuls. 5%) DIN 51360 Exceeds 
NOTE: The above values are "typical" for normal production tolerance and are NOT a specification. 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the EMULSYNT SD lubricant under cover. If storage is carried out outdoors, it is 

recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, cover 

them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 60°C or 

directly to the sun as it is good to keep them in places not subject to freezing. 

EMULSYNT SD has no health effects when properly used, applying normal personal hygiene standards. 

- Environment 

Do not discharge the new and/or exhausted lubricant into the sewage system, soil or waterways. Exhausted 

lubricant must be delivered to an authorized collection point. 
 

Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it  

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

http://www.rilub.it/
mailto:infolab@rilub.it

