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Technical Data Sheet 
EUFREEZE G12 PURO 
Protective antifreeze for aluminum circuit 
Antifreeze fluid of new conception, ensures excellent protection for all cooling circuits, particularly 
those of aluminum. The product, free from silicates, nitrites and phosphates, avoids the formation of 
deposits, contributing to the maintenance of the car performance. It guarantees five years of total 
protection. The product must be used exclusively in dilution with demineralized water as reported in 
the below table. EUFREEZE G12 PURO is Nitrites, Amines and Phosphates Free (NAP free). 
 

Applications & Benefits  

- NAP Free 

The fluid has a very low environmental impact, as it 

does not contain nitrite, amine and phosphate. It 

has an advanced engine corrosion inhibit inhibition 

for engine components. 

- Corrosion Protection 

Reduces premature replacement and damage to 

components while maintaining the efficiency of the 

cooling system by avoiding the formation of 

deposits and encrustations. 

- Long Life Formulation 

Prolongs replacement intervals over conventional 

products. It guarantees 5 years of total protection. 

- Optimizes Heat Transfer 

Heat exchange efficiency reduces engine heating 

time by improving both power and efficiency. 

- Low Freezing Point 

The low freezing point avoids expensive repairs 

due to breakage of the stand. 

- High Boiling Point 

Reduces the overheating phenomena in the run, 

safeguarding the engine. 

 

 

 

 

 
 

 

Specifications & Approvals  

- Exceeds the specifications listed below: 

ASTM D 3306 

ASTM D 4985 

BS 6580 (GB) 

FVV Heft R 443 (D) 

Afnor R 15/601 (F) 

SAE J 1034 

JIS K 2234 (J) 

KSM 2142 (K) 

NATO S 759 

CUNA NC 956-16 (I) 

EMPA (CH) 

UNE 26361-88 (E) 

E/L 1415c (MIL Italy) 

   

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method Eufreeze G12 puro 

Nature - Ethylene glycol + inhibitors 

Appearance Visivo Liquid 

Color Visivo Purplish 

Density at 20°C, kg/dm3 ASTM D 1122 1.115 

Boiling point, °C ASTM D 1120 170 

Flash point, °C ISO 2592 111 

pH [50% diluted] ASTM D 1287 min. 7.5 

Corrosion in glass ASTM D 1384 Exceeds 

Alkaline reserve, ml HCl 0.1N ASTM D 1121 15.0 

Water content DIN 51777 max. 3.5% 

Miscibility with water  Complete 

Stability with hard water  Not precipitate 
NOTE: The above values are "typical" for normal production tolerance and do NOT constitute a specification. 

% Eufreeze  
G12 puro 

% H2O 
demineralized 

Freezing point Boiling point 

33 67 -18°C +120°C 

50 50 -36°C +123°C 

60 40 -52°C +125°C 

 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the EUFREEZE G12 PURO lubricant under cover. If storage is carried out 

outdoors, it is recommended to position the drums, preferably under a roof, in a horizontal position and, if kept 

upright, cover them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures 

above 60°C or directly to the sun as it is good to keep them in places not subject to freezing. 

EUFREEZE G12 PURO has no health effects when properly used, applying the standard personal hygiene 

standards. 

- Environment 

Do not discharge the new and/or exhausted lubricant into the sewage system, soil or watercourses. Exhausted 

lubricant must be delivered to an authorized collection point. 
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Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it   

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  
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