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Technical Data Sheet 
EUFREEZE OAT GIALLO 
Premium antifreeze, anti-bleaching and anti-corrosive 
Universal antifreeze fluid, recommended for all passenger cars, 4WD and commercial vehicles (check 
OEM requirements for proper use). Formulated with an inhibitor package free of nitrites, amines, 
phosphates, silicates and borates, it prevents the formation of deposits, helping to maintain the car's 
performance. It guarantees 5 years of total protection. The product is to be used after dilution, according 
to the attached table, with demineralized water. 

Applications & Benefits  

- Silicates Free 

The absence of silicates prevents the formation of 

the annoying gelling and fallout effects of antifreeze. 

- Amines, Borates and Nitrates Free 

The absence of amines, borates and nitrates meets 

most of the chemical requirements of Asian OEMs. 

- Phosphates Free 

This feature allows exceeding the specification 

requirements of European OEMs. 

- Protection  

Excellent protection from cavitation effects and 

corrosion of all metals in the refrigeration system, 

brass, steel, cast iron and aluminum. 

- Low freezing point  

In the 50/50 dilution with demineralized water, a low 

freezing point and high boiling point is assured, 

which avoids costly repairs due to basement cracks. 

- Versatility 

Suitable for use in all passenger cars and light 

commercial vehicles. Check OEM requirements 

before using the coolant. Fully compatible with other 

similar OAT-type coolants. 

 

 

 

 

Specifications & Approvals  

- Exceeds the specifications listed below: 

ASTM D 3306  SAE J 1034 

BS 6580:2010  MB 325.3 

CUNA NC 956-16 MB 326.3 

Audi (TL 774-D/F) 

Bentley (TL 774-D/F), DAF (MAT 74002) 

Deutz (DQC CB-14) 

Ferrari (> 2005) 

Lamborghini (TL774-D/F) 

MAN (MAN 324 SNF) 

Mini (2007-2011) 

MTU (MTL 5048) 

Porsche (TL 774-D/F) 

Seat (TL 774-D/F) 

SETRA (MB 325.3) 

Siemens Windpower 

Skoda (TL774-D/F) 

Volkswagen (VW) (TL 774-D/F) 

Renault 41-01-001/-T 

GM (GMW 3420), GM 6277 M 

Ford (WSS-M97B44-D) 

PSA B 715110 

Opel: B 040 1065 & GM 6277 & GMW3420 

Saab: GM 6277M 

AFNOR NF R15-601 

 

*For further information please contact the 

Technical Service. 
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Chemical-Physical Characteristics 

Test Method Eufreeze OAT giallo 

Nature - Ethylene glycol + inhibitors 

Appearance Visual Liquid 

Color Visual Yellow 

Density at 20°C, kg/dm3 ASTM D 1122 1.115 

Boiling point, °C ASTM D 1120 170 

Flash point, °C ISO 2592 111 

pH [50% diluted] ASTM D 1287 min. 7.5 

Corrosion in glass ASTM D 1384 Exceeds 

Alkaline reserve, ml HCl 0.1N ASTM D 1121 15.0 

Water content DIN 51777 max. 3.5% 

Miscibility with water  Complete 

Stability with hard water  Not precipitate 
NOTE: The above values are "typical" for normal production tolerance and do NOT constitute a specification. 

% Eufreeze  
OAT giallo 

% H2O 
demineralized 

Freezing point Boiling point 

33 67 -18°C +120°C 

50 50 -36°C +123°C 

60 40 -52°C +125°C 

 

Storage, Health & Environment 

- Storage & Health 

It is recommended to store the EUFREEZE OAT GIALLO lubricant under cover. If storage is carried out outdoors, 

it is recommended to position the drums, preferably under a roof, in a horizontal position and, if kept upright, 

cover them with a lid to prevent water infiltration. It is advisable not to store the packs at temperatures above 

60°C or directly to the sun as it is good to keep them in places not subject to freezing. 

EUFREEZE OAT GIALLO has no health effects when properly used, applying the standard personal hygiene 

standards. 

- Environment 

Do not discharge the new and/or exhausted lubricant into the sewage system, soil or watercourses. Exhausted 

lubricant must be delivered to an authorized collection point. 
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Additional information 

- Safety Data Sheet 

It is provided aside and must be considered for its information or can be easily downloaded from www.rilub.it 

Contact your technical service for more information: 

 

+390813383413 

 

 infolab@rilub.it  

 

http://www.rilub.it/
mailto:infolab@rilub.it

